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Solid-State Poly(ionic liquid) Gels for Simultaneous CO2
Adsorption and Electrochemical Reduction
Tania Benedetti,[a, c] Sina Naficy,*[b] Ashley Walker,[a] David L. Officer,[a]
Gordon G. Wallace,*[a] and Fariba Dehghani[b]
Introduction
Carbon dioxide (CO2) is the primary greenhouse gas and its
emission has continuously increased because of the extensive
use of fossil fuels, thereby causing unpredictable changes in
the environment. While many industries are looking for al-
ternative sources of energy to lower CO2 emissions, it is also
rational to capture and utilize this gas for other value-added
purposes. The post-combustion gases released by power
plants account for 40 % of the total CO2 emission, and cur-
rently there are only a few methods for CO2 capture and uti-
lization.[1]
The selectivity, high adsorption capacity, and ability to re-
generate the adsorbed gas are desirable properties that need
to be considered when designing a system for capturing
CO2.
[2] Currently, aqueous solutions of amines, such as mono-
ethanolamine, are used on a commercial scale for CO2 cap-
ture from natural gas production industries. However, the
shortcomings of these systems include the high cost of the
process due to the high heat capacity of water,[3,4] excessive
pressure-induced loss of absorbent, the corrosive properties
of the materials, and thermal degradation. Solid adsorbents
have been used as alternatives to solve some of the problems
associated with aqueous alkanolamine solutions.[5] Metal or-
ganic frameworks (MOFs),[6,7] zeolites,[8] and polymers with
CO2-adsorbing functional groups are examples of the solid
adsorbents that have been proposed for CO2 capture.
[9] How-
ever, while CO2 capture by MOFs and zeolites can range
from &0.5 to 400 mg g@1 at 1 bar and 273 K, it is difficult to
utilize these systems on a large scale because of their brittle-
ness and cumbersome processing.
Recently, ionic liquids (ILs) have been highlighted as
promising materials for their capacity to selectively absorb 1
to 2 mgg@1 CO2 at 1 bar.
[10–13] ILs exhibit high thermal and
chemical stability,[14–17] and can be easily incorporated into
solid substrates such as porous silica to develop solid adsorb-
ents with improved performance due to their higher surface
area.[18–21] However, these systems can only operate at low
pressures in order to prevent IL loss during the recovery and
separation process.[22] Poly(ionic liquids) (PILs), polymers de-
rived from monomers based on ILs, have also been investi-
gated for CO2 capturing.
[23–26] PILs are ionically conductive
and their CO2 adsorption capacity is between 2 and
20 mg g@1, which is higher than their IL counterparts.[2,27–31]
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In addition to passive CO2 capture, it is useful to convert
the adsorbed gas to valuable reagents. As an example, Zhang
et al. used a sulfonate-based MOF with embedded Lewis
acidic sites to produce cyclic carbonates through the reaction
of epoxides and the captured CO2. The conversion yield of
cyclic carbonate products was between 40 % and 99 %.[32]
Other catalysts such as ferroporphyrin, copper nanocrystals,
transient metal oxides, and palladium have also been used
for the conversion of CO2 into other valuable products and
feedstocks via electrochemical reduction.[33–36]
In this study, we have developed a new strategy in which a
solid electrolyte system is designed for simultaneous CO2 ad-
sorption and its electrochemical reduction. To this end, we
synthesized ionically conductive gels, acting as solid-state
electrolytes that are also capable of CO2 adsorption. The ion-
ogels are based on a crosslinked PIL network and an ionic
liquid swelling agent, namely 1-ethyl-3-methylimidazolium
trifluoromethylsulfonylimide (EMI.TFSI), which is added to
the network to enhance the conductivity of the system for
electrochemical reactions. By adjusting the IL content and
the crosslinking ratio of the ionogels, we are able to control
the relevant properties to achieve the desired mechanical sta-
bility, ionic conductivity, and CO2 adsorption capacity.
Results and Discussion
Synthesis of PIL gels
The full details of the synthesis of reactive monomers and
the preparation of the ionogels are provided in the Experi-
mental Section and schematically presented in Scheme 1.
Briefly, an intermediate IL monomer (1, Scheme 1) was pre-
pared from the reaction of 1-vinylimidazole and bromo-
ethane, which was subjected to an ion exchange process to
obtain the final 1-ethyl-3-vinylimidazolium trifluoromethane-
sulfonimide (EVI.TFSI) monomer (2, Scheme 1).
PIL ionogels were then prepared via the radical polymeri-
zation of the EVI.TFSI monomer in the presence of the
crosslinking agent and EMI.TFSI. The latter was used as a
swelling agent for the PIL ionogels. As shown in Table 1,
nine different compositions of ionogels were synthesized and
the effects of IL content and the crosslinking ratio on the
mechanical properties, ionic conductivity, and CO2 adsorp-
tion of the ionogels were examined. Various solid structures
were fabricated from these ionogels because of their robust
mechanical properties (Figure 1). As an example, Figure 1 b
demonstrates the formation of a hollow and flexible tubular
structure from ionogel IGX10IL300. Such tubular structures
could be used in large scale plants for capturing CO2 in ex-
haust pipes.
Mechanical properties of PIL gels
The stiffness of the prepared PIL gels was measured using in-
dentation testing.[37] In Figure 2, the YoungQs moduli of the
PIL gels are presented as a function of the amount of
EMI.TFSI swelling agent in the ionogels (Figure 2 a) and the
degree of crosslinking (Figure 2 b). The crosslinked PIL net-
work with no EMI.TFSI had a YoungQs modulus of
90.7:21.8 kPa. The PIL network swollen in EMI.TFSI, on
the other hand, exhibited a considerable decrease in YoungQs
modulus, with the stiffness continuing to drop as the amount
of EMI.TFSI in the ionogel was increased (Figure 2 a). At
40 % EMI.TFSI in the ionogel, the YoungQs modulus de-
creased dramatically to 12.3:3.1 kPa. In the ionogel network
swollen with EMI.TFSI, the IL molecules acted as a diluent,
hence decreasing the mechanical resistance of the network
against external forces. In a swollen elastomeric network, the
diluting effect of the swelling agent on the mechanical stiff-
ness of the network can be summarized by Equation (1):[38]
E / Q@1=3 ð1Þ
Figure 1. a) An example of a cylindrical POIL gel and b) a hollow tube made
of POIL gel infused in cotton. Scale bars are 2 mm in (a) and 5 mm in (b).
Table 1. Composition of monomer solutions. The amounts of EVI.TFSI monomer and initiator were constant in all formulations at 450 mg and 25 mg, re-
spectively.
Sample code[b]































[a] DMF: dimethylformamide, EMI.TFSI: 1-ethyl-3-methylimidazolium trifluoromethylsulfonylimide, BIS: N,N’-methylenebis(acrylamide). [b] In IGXiILj, i and j
indicate the amount of, respectively, BIS crosslinking agent and EMI.TFSI in the formulation in mg.
Scheme 1. Synthesis of EVI.TFSI monomer (2).
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where E is the YoungQs modulus of the swollen network and
Q is the volumetric swelling ratio. The results in Figure 2 a
show that the YoungQs modulus of PIL gels is linearly pro-
portional to the inverse of the cubic root of the swelling ratio
of the gels, suggesting that the EMI.TFSI was purely a dilut-
ing factor in the network. It is important to note that the
YoungQs modulus of an unswollen PIL network did not fit
with this trend due to the fact that at ambient conditions the
PIL polymer chains in the unswollen network depart from
the elastomeric state towards the glassy state. The glass tran-
sition temperature (Tg) of the pure PIL based on EVI.TFSI
monomers was 110 8C, which is significantly higher than the
ambient temperature at which the mechanical testing was
conducted. The Tg of ionogels varied with the amount of
EMI.TFSI in their network, clearly following the rule of mix-
ture (Supporting Information). The observation of a single
Tg for ionogels suggests that the interaction between PIL
and EMI.TFSI is merely physical mixing with EMI.TFSI
having a plasticizing effect.
The data in Figure 2 b demonstrate a correlation between
the degree of crosslinking and the YoungQs modulus of the
ionogels, where the modulus continuously increases with
crosslinking ratio. The YoungQs modulus increased from
2.65 kPa to 12.25 kPa when the degree of crosslinking was
raised from 1.4 mol % to 5.6 mol %. The increase in YoungQs
modulus was inversely proportional to the molecular weight
between two adjacent crosslinking points (i.e. , Mc
@1) as de-
picted in Figure 2 b and Equation (2):[38]
E /Mc@1 ð2Þ
Equation (2) is valid for an ideal elastomeric network,
which suggests that the mechanical behavior of the ionogels
resembles an elastomeric network.
Conductivity of PIL gels
A critical aspect of these ionogels is their ionic conductivity,
which can be utilized for the development of PIL gels in
functional devices. The ionic conductivity of the PIL gels was
measured using a two-electrode set-up. Figure 3 shows that
the ionic conductivity of PIL gels was a function of the
degree of crosslinking and ionic composition of the ionogels,
as both these factors impact the mobility of the ionic species.
The ionic conductivity was elevated by increasing the IL con-
tent and also by decreasing the degree of crosslinking. The
impact of the IL content was more paramount than the
crosslinking ratio: the conductivity was increased 15 fold
when the IL content was increased by a factor of two, while
it was elevated only 2.6 fold when the crosslinking ratio was
Figure 2. a) Stiffness of ionogels as a function of IL molar ratio and b) cross-
linking agent molar ratio. IL, M, and CL refer to EMI.TFSI IL, EVI.TFSI mono-
mer, and BIS crosslinking agent, respectively.
Figure 3. a) Conductivity of ionogels as a function of IL molar ratio and b)
crosslinking agent molar ratio. Arrows indicate the same sample. IL, M, and
CL refer to EMI.TFSI, EVI.TFSI monomer, and BIS crosslinking agent, respec-
tively. The error bars are smaller than the size of the data points.
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reduced by 4.3 fold. The addition of IL reduces the Tg of the
network and increases the chain mobility as well as the rela-
tive number of mobile ionic species within the gel. Both
these factors enhance mobility of ions and increase the ionic
conductivity of the network. Similarly, reducing the crosslink-
ing ratio increases the chain mobility and facilitates the mo-
bility of the ionic species, which results in higher ionic con-
ductivity.
CO2 capture
The effects of IL content and of the degree of crosslinking
on the CO2 adsorption of the PIL gels were studied using
quartz crystal microbalance with dissipation monitoring
(QCM-D) and thermogravimetric analysis (TGA). For QCM
tests, thin films of ionogels with different composition were
deposited over the quartz sensors. Then, the changes in fre-
quency and dissipation at different overtones ranging from 3
to 11 were measured during the passage of N2, CO2, or under
vacuum inside the QCM flow chamber. No frequency or dis-
sipation change was observed during the passage of N2,
meaning that the PIL gels did not adsorb N2 gas. However,
during the passage of CO2, the frequency decreased and dis-
sipation increased for all ionogel compositions (Figure 4 a).
The fact that the changes observed in the dissipation (D)
were larger than those observed for the frequency (f ) and
within different harmonics means that the viscoelastic prop-
erties of the films were a function of CO2 adsorption. There-
fore, the mass change due to gas adsorption cannot be direct-
ly derived from the frequency change using the Sauerbrey
equation (see Experimental Section). The f and D changes
measured for different harmonics were then fitted using the
Kevin–Voigt model to obtain the mass changes. The calculat-
ed mass change (Dm) as a function of time (t) was fitted
using the pseudo first-order adsorption Equation (3) to
obtain the mass of adsorbed CO2 at equilibrium (qe):
qt ¼ qe 1@ ek1 t
E C ð3Þ
The pseudo-first order equation is used to describe those
systems in which the sorption process is non-reactive.[39] The
process of CO2 adsorption by imidazolium ILs is most likely
physical and non-reactive.[40] All Dm versus t curves were
fitted to a linear correlation (R2 ¼ 0.99). The calculated CO2
adsorptions at equilibrium normalized to the mass of ionogel,
qe, are presented in Figure 4 b, as a function of the amount of
IL in the ionogels. The adsorption capacity approached
24 mg g@1 for the IGX10IL150 ionogel, which is comparable to
the adsorption of mesoporous styryl-crosslinked vinylimida-
zolium-based PILs with TFSI anions.[41] Initially, increasing
the IL content slightly increased the adsorption capacity,
which can be ascribed to easier gas diffusion in the more
swollen ionogels. However, with further increasing of IL con-
tent, the adsorption capacity significantly decreased due to a
higher mobility of ions at higher degrees of swelling. The
evaluation of the effect of crosslinking ratio on CO2 adsorp-
tion of ionogels using QCM-D technique was inconclusive
due to the dominant viscose properties of ionogels with low
crosslinking ratio.
While QCM-D provides information on CO2 adsorption of
ionogels at the microscale, such information is not always di-
rectly relevant to the macroscale CO2 adsorption of ionogels
where gas diffusion becomes an important limiting factor. To
investigate the bulk CO2 adsorption properties of PIL gels,
TGA was performed on the ionogels listed in Table 1. The
isothermal CO2 adsorption of ionogels at 50 8C was measured
from their mass change when samples were exposed to
100 mL min@1 CO2 flow. For all ionogels an immediate in-
crease in mass was detected by switching the gas from N2 to
CO2. This mass increase was reversible when gas was
switched back to N2. Figure 5 shows the CO2 adsorbed by the
ionogels as a function of their IL content (Figure 5 a), and
crosslinking ratio (Figure 5 b). In general, the CO2 adsorption
capacity of the ionogels as a function of IL content obtained
by TGA measurements was much lower than that of QCM-
D measurements. This effect was due to the significant differ-
ence in sample sizes between QCM-D (&50 mg cm@2) and
TGA (&600 mgcm@2).
The considerably larger sample size used in TGA measure-
ments significantly reduced the access of CO2 gas to the bulk
of the ionogels. This behavior was also confirmed by compar-
ing the profile of CO2 adsorption of TGA-tested ionogels as
a function of IL content in Figure 5 a with those tested with
Figure 4. a) An example of frequency and dissipation change measured by
QCM-D over time under CO2 flow. b) Calculated mass change due to CO2 ad-
sorption at equilibrium as a function of IL molar ratio. IL and M refer to
EMI.TFSI IL and EVI.TFSI monomer, respectively.
Energy Technol. 2018, 6, 702 – 709 T 2018 Wiley-VCH Verlag GmbH & Co. KGaA, Weinheim 705
QCM-D in Figure 4 b. In the case of QCM-D, CO2 adsorp-
tion slightly increased by elevating IL content, followed by a
continuous decreasing trend. The reduced adsorption of CO2
at higher levels of IL was attributed to higher ion mobility in
the swollen ionogels.[22] In addition, the heterogeneous struc-
ture of the gel network prevents the continuous rearrange-
ment of charged species to accommodate ionic repulsions.[22]
In the TGA measurements, a drop in CO2 adsorption capaci-
ty as a function of IL was observed at slightly higher IL con-
tent due to slower diffusion of CO2 into the dense and less
swollen ionogel structure.
The CO2 adsorption of ionogels as a function of crosslink-
ing ratio followed a similar trend to their conductivity. These
measurements were conducted on ionogels with the highest
amount of IL content where CO2 diffusion was less restricted
by the network of PIL. Therefore, CO2 adsorption decreased
continuously with increasing ion mobility because of a de-
creasing crosslinking ratio. The results of QCM-D and TGA
studies show that film thickness plays a key role in the gas
adsorption. This limiting effect is less critical for swollen ion-
ogels that facilitate the diffusion of CO2.
Simultaneous CO2 adsorption and reduction
For CO2 capture and electrochemical reduction, the gel must
combine both large adsorption capacity and high ionic con-
ductivity to function as a solid electrolyte for CO2 reduction.
In addition, the mechanical properties of the ionogel must be
optimized to achieve a uniform and stable gel layer covering
all electrodes. A prototype device was fabricated from the
IGX10IL200 ionogel as the adsorbent and electrolyte, with a
platinum counter electrode and silver working and reference
electrodes (Figure 6 a). Silver wire was used as the working
electrode because this material is known to act as a catalyst
for reducing CO2 to CO at low over potentials with high se-
lectivity and efficiency.[42] N2 and CO2 gases were alternative-
ly passed through the chamber in which the device was
placed, and cyclic voltammetry (CV) was performed every
5 min until no further change in the CV profile was ob-
served. The CV profiles of the device after the stabilization
of the current under N2 and CO2 (Figure 6 b) demonstrate
that the captured CO2 was able to diffuse through the iono-
gel and reached the surface of the electrodes. This is evident
from a considerable increase in reduction current (&
@1.2 mA cm@2) and a slight decrease in overpotential under
CO2 atmosphere compared with N2. The CV profile under
CO2 is similar to results obtained previously using silver elec-
Figure 5. Measured mass change due to CO2 adsorption at equilibrium mea-
sured by TGA as a function of a) IL and b) crosslinking molar ratios in iono-
gels. Arrows indicate the same sample. IL, M, and CL refer to EMI.TFSI IL,
EVI.TFSI monomer, and BIS crosslinking agent, respectively. Error bars are
smaller than the size of data points.
Figure 6. a) Simultaneous CO2 adsorption and reduction using a solid state
ionogel device enclosed in a gas chamber. The photograph of the ionogel
device highlights the embedded electrodes (1) as reference: RE, working:
WE, and counter: CE, the gasket (2) and the ionogel (3). B) The cyclic vol-
tammetry graph shows current vs. voltage profile of the ionogel under N2
(broken line) and CO2 (solid line) blanket. Scale bar is 5 mm.
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trodes in aqueous electrolytes containing an imidazolium
IL.[43]
The reduction current constantly increased during CO2
purging, reaching its maximum after 20 min of exposure to
the gas flow. The observed plateau suggests that the ionogel
becomes saturated with CO2 after about 20 min, reaching a
stable condition with maximum CO2 conversion to CO. The
CV profiles were reproducible when the gas line was
switched between N2 and CO2, suggesting that the device can
be continuously regenerated. These results indicate the feasi-
bility of fabricating a solid-state device from suitable iono-
gels for simultaneous CO2 adsorption and electrochemical re-
actions.
Conclusion
An elastic solid-state electrochemical device was designed
with dual capacity for the adsorption and electrochemical re-
duction of CO2. This device was fabricated from robust pol-
y(ionic liquid) gels swollen with additional ionic liquid to en-
hance conductivity. The mechanical properties, conductivity,
and CO2 adsorption of ionogels could be controlled by the
level of ionic liquid in the ionogels and their crosslinking
ratio. High ionic conductivity was achieved by increasing the
IL content or reducing the crosslinking ratio. The CO2
uptake of the ionogels showed a slight increase followed by a
gradual decline with increasing IL content. Meanwhile, by in-
creasing the crosslinking ratio, the CO2 uptake continuously
increased. Simultaneous CO2 adsorption and electrochemical
reduction were successfully demonstrated using cyclic vol-
tammetry. This process was reversible and the device was re-
generated rapidly after removing CO2. This study provides a
method for the fabrication of solid state devices that com-
bine gas adsorption and electrochemical reactions.
Experimental Section
Materials
For the IL monomer synthesis, 1-vinylimidazole, bromoethane
(C2H5Br), and lithium trifluoromethanesulfonimide (Li.TFSI), as
well as the solvents, methanol (MeOH) and ethyl acetate
(EtOAc) were used as received. For polymerization of ionic
liquid monomers, N,N’-methylenebisacrylamide (BIS, crosslink-
ing agent), a-ketoglutaric acid (UV initiator), N,N-dimethylfor-
mamide (DMF, solvent), and 1-ethyl-3-methylimidazolium bis(-
trifluoromethylsulfonyl)imide (EMI.TFSI, swelling agent IL)
were used. All reagents were purchased from Sigma–Aldrich
Australia.
Ionic liquid monomers synthesis
1-Ethyl-3-vinylimidazolium bromide (EVI.Br):[44] To a solution
of 1-vinylimidazole (9.0 mL, 100 mmol) in EtOAc (60 mL) was
added bromoethane (14.9 mL, 200 mmol) and the resulting solu-
tion was stirred at 50 8C for 24 h. The suspension was allowed to
cool to room temperature then the precipitate was collected by
filtration. The solids were dissolved in MeOH and the resulting
solution was added dropwise to EtOAc (60 mL). The precipitat-
ed product (15.27 g, 75%) was collected by filtration and used
without further purification (1, Scheme 1). See Figure S1 in the
Supporting Information for NMR spectra.
1H NMR (400 MHz, D2O) d=9.12 (s, 1H); 7.85 (t, J 1.8 Hz,
1H); 7.68 (t, J 1.8 Hz, 1H); 7.23 (dd, J 8.7, 15.6 Hz, 1H); 5.88
(dd, J 2.8, 15.6 Hz, 1H); 5.51 (dd, J 2.7, 8.7 Hz, 1H); 4.36 (q, J
7.4 Hz, 2H); 1.61 ppm (t, J 7.4 Hz, 3H).
13C NMR (100MHz, D2O) d=134.6; 128.9; 123.1; 120.0; 109.9;
45.8; 14.9 ppm.
1-Ethyl-3-vinylimidazolium trifluoromethanesulfonimide
(EVI.TFSI):[45] To a solution of EVI.Br (4.06 g, 20 mmol) in
water (10 mL) was added Li.TFSI (7.20 g, 25 mmol). The result-
ing solution was stirred for 48 h, at room temperature. The lower
ionic liquid layer was separated, washed with water, and then
dried in vacuo at 50 8C to give the product (7.50 g, 93%) as a
pale yellow oil, which was used without further purification (2,
Scheme 1). See Figure S2 in the Supporting Information for
NMR spectra.
1H NMR (400MHz, [D6]DMSO) d=9.46 (s, 1H); 8.16 (t, J
1.8 Hz, 1H); 7.92 (t, J 1.7 Hz, 1H); 7.27 (dd, J 8.8, 15.6 Hz, 1H);
5.94 (dd, J 2.4, 15.6 Hz, 1H); 5.42 (dd, J 2.3, 8.7 Hz, 1H); 4.23
(q, J 7.3 Hz, 2H); 1.45 ppm (t, J 7.3 Hz, 3H).
13C NMR (100MHz, [D6]DMSO) d=135.0; 128.8; 124.3; 122.9;
121.1; 119.1; 117.9; 114.7; 108.6; 44.6; 14.6 ppm.
Preparation of ionogels
The ionogels were prepared via UV radical polymerization of
EVI.TFSI (2, Scheme 1) in the presence of BIS crosslinking
agent. Briefly, the synthesized EVI.TFSI monomer (450 mg) was
added to various amounts of DMF and EMI.TFSI by maintaining
the final weight ratio of EVI.TFSI monomer to DMF:EMI.TFSI
mixture fixed at 1:1 (i.e. 50 % monomer in solution). To keep the
concentration of EVI.TFSI monomer constant throughout the
polymerization process and independent of the amount of
EMI.TFSI, DMF was used as the diluting solvent and was re-
moved after the polymerization. The BIS crosslinking agent and
a-ketoglutaric acid UV initiator were added to the solution and
fully dissolved. To evaluate the effect of the degree of crosslink-
ing on the properties of ionogels, the molar ratio of BIS cross-
linking agent to EVI.TFSI was varied between 5X 10@3 and 2.5 X
10@2 (BIS:BIS+EVI.TFSI) at a constant DMF:EMI.TFSI weight
ratio of 1:2. The effect of EMI.TFSI as a swelling agent on the
ionogelsQ properties was studied by maintaining the crosslinking
ratio at 2.5 X10@2 and systematically varying the DMF:EMI.TFSI
ratio as shown in Table 1. Herein, the crosslinked ionogels swol-
len in EMI.TFSI are denoted as IGXiILj, with i and j indicating
the amount of BIS crosslinking agent and EMI.TFSI, respective-
ly, in the formulation in mg.
The hollow ionogel structure shown in Figure 1b was made as
follows: a cotton fabric was wrapped around a glass rod and then
soaked in an IL monomer solution. This solution had the same
composition as the IGX20IL200, except instead of a-ketoglutaric
acid UV initiator, ammonium persulfate (Sigma) was used as the
thermal initiator. After the cotton reached saturation with the IL
monomer solution, polymerization was conducted at 60 8C for
5 h. The middle glass rod was removed after polymerization.
For the mechanical tests and ionic conductivity measurements,
respectively, 100 and 50 mL of each polymerization solution was
inserted into sealed transparent plastic tubes with 0.5 cm diame-
ter and UV irradiated for 3 h in a fan-forced UV chamber
(Rayonet, UK) equipped with 12 UV bulbs (300 nm). After poly-
merization, PIL gels were removed from the tubes and placed
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over glass slides to remove DMF at 120 8C for 18 h. For CO2 ad-
sorption studies by QCM-D, 30 mL of polymerization solution
was deposited onto gold-coated AT-cut 5 MHz piezoelectric
quartz crystals (14 mm diameter) (Qsense, Sweden), and the
same curing conditions were used. After drying, the excess iono-
gel was removed from the surface of the quartz sensors with a
spatula and wiped with paper (Kimtech Science). The resulting
films were thin and uniform enough for QCM measurements. All
the films obtained by this procedure were in the range of 40–
50 mgcm@2 according to frequency change measurements per-
formed before and after their deposition. TGA was performed
on PIL gel films with a thickness of approximately 500 mm. For
cyclic voltammetry experiments, 90 mL of the IGX10IL200 sample
was deposited onto a 1.5 X 1.5 cm2 glass slide on which silver
wires as working and reference electrodes and a platinum wire
as the counter-electrode were fixed with a UV-cured acrylate
glue. The same acrylate glue was used to construct a 2 mm deep
well into which the monomer solution was applied, which was
then subjected to the UV irradiation.
Mechanical tests
The mechanical stiffness of PIL ionogels was measured using a
Shimadzu EZ-L mechanical tester (Japan) with a 2 N load cell.
Indentation tests were performed on 5 mm tall cylindrical PIL
ionogels (5 mm in diameter) using a flat stainless steel indenter
(990 mm diameter). At the crosshead speed of 0.1 mmmin@1, the
indenter moved 100 mm from the contact point at the surface of
the ionogels. The resulting force versus deformation linear
curves were used to calculate the PIL ionogelsQ YoungQs modulus
(E):[37]
F ¼ 8=3ð ÞaEd
Here, F and d are force and displacement recorded from the in-
dentation tests and a is the radius of the indenter tip. Measure-
ments were repeated five times.
Ionic conductivity measurements
Ionic conductivity tests were carried out on &250 mm thick iono-
gel samples placed between two 0.07 cm2 glassy carbon electro-
des. The resistance was measured under an applied 0 V oscillat-
ing at 10 kHz and 0.01 V amplitude. The resistance was then con-
verted into ionic conductivity according to:
s ¼ L=RA
where s is the ionic conductivity (S cm@1), L is the distance be-
tween the two electrodes (cm), R is the measured resistance (W),
and A is the electrode surface area (cm2). Measurements were
repeated three times.
CO2 adsorption measurements by QCM-D
A Qsense (model E4, Sweden) instrument was used for the
measurements of CO2 adsorption. The quartz sensor containing
the deposited ionogel (&50 mg) was placed in the QCM-D flow
cell (QSense, Sweden) and connected to a gas bag (Sigma–Al-
drich) containing N2 or CO2 at the inlet side and to a peristaltic
pump at the outlet side, pulling the gas at 1 mL min@1. Initially,
air inside the chamber was removed by closing the inlet and
evacuating the chamber until no change in frequency or dissipa-
tion was observed. Then, N2 or CO2 was allowed to flow through
the chamber. The adsorption capacity of IGX10IL0 and
IGX10IL100 was not analyzed with QCM as it was not possible to
obtain a uniformly thin film due to the high stiffness of these
samples. The experiment was initiated with the valve in the gas
bag closed, so any gas in the system was removed, followed by
opening the valve to let the N2 or CO2 gas flow. The frequency
(f ) and dissipation (D) changes from the 3rd to 11th harmonics
(n) were recorded during the processes.
For the mass of deposited ionogel, the f and D at the different
harmonics were measured for the quartz sensors before and after
ionogel deposition. As the D values were not significantly differ-
ent for the different harmonics (less than 5% of f changes), the
films were sufficiently thin to be considered piezoelectric rigid
and the Sauerbrey equation was used to calculate the mass of
the deposited material.[46]
Df n ¼ @Dm=C
where C is the mass sensitivity (17.7 ng cm@2 Hz@1).
The f and D changes due to CO2 adsorption were fitted using
the Kevin–Voigt model to obtain the mass changes as was previ-
ously done for the study of water vapor adsorption by PIL/IL
films.[47]
Thermogravimetric analysis
TGA was performed with a TA Q-5000 instrument connected to
N2 and CO2 gas lines. Samples were kept under vacuum at 40 8C
for 48 h prior to measurement. The temperature was raised from
room temperature to 150 8C at a rate of 10 8C min@1 under N2
flow (40 mL min@1), and was kept at 150 8C for 45 min to ensure
all volatile substances were removed. Then, the temperature was
decreased to 50 8C (10 8C min@1) and allowed to equilibrate for
30 min, after which gas was switched to CO2 (100 mL min
@1) for
one hour. The mass change at this stage was used to calculate
physical CO2 adsorption. Again, the gas was switched back to N2
while the temperature was held at 50 8C for one hour (physical
desorption), then ramped up to 100 8C at the rate of 10 8C min@1.
Measurements were repeated three times. The masses of the ion-
ogel samples in the TGA pan were between 4 and 10 mg.
Differential scanning calorimetry
DSC was conducted to measure the glass transition temperature
of the ionogels using a TA Instruments DSC, model Q1000. A
cyclic heat/cool/heat method was employed under 50 mLmin@1
nitrogen flow with heating and cooling rates of 10 8C min@1 from
@80 to 200 8C. Samples were dried at 60 8C overnight prior to
testing.
Cyclic voltammetry experiments
The solid-state electrochemical cell described above was placed
inside a 50 mL plastic chamber that was connected to N2 and
CO2 gas lines. The gas was allowed to flow for 30 min prior to
each cyclic voltammetry experiment. Tests were performed at
50 mV s@1 from @0.2 V to @1.9 V vs. Ag wire using a CH instru-
ments potentiostat model 650D, USA.
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